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Use this book as a reference guide when setting up the 
projector. For detailed information about installation, 
setup, and operation of the projector, refer to the owner's 
manual on the CD-ROM. 

READ THE SAFETY INSTRUCTIONS IN THE OWNER'S 
MANUAL BEFORE USINGTHE PROJECTOR. 
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NAME OF EACH PART OF PROJECTOR 



SETTING-UP PROJECTOR 



Do 



FRONT OF CABINET 



PROJECTION LENS 



TOP CONTROLS 
ANO INDICATORS 



A CAUTION 



_ .iot turn on the project 
with Ih 



cap attached High 
temperature from light beam 
may damage the lens cap and 
result in fire haiard 



BACK OF CABINET 




AIR INTAKE 
VENT 



CONNECTING AC POWER CORD 



INFRARED 
REMOTE RECEIVER 



POWER CORD I TERMINALS 
CONNECTOR I AND CONNECTORS 



INFRARED 
REMOTE RECEIVER 



HOT AIR EXHAUSTED I 



Air blown from the exhaust vent Is hot 
When using or installing the projector, 
the following precautions should be 
taken. 

• Do not put a flammable object near this 
vent 

• Keep the rear grills at least 3.3' (1 m) 
away from any object, especially from 
leat-sensitivfl objects. 

• Do not touch this area, especia 

screws and me'ailic parts This area v 
become hot when the projector is in 

This projector detects Internal 
temperature and automatically controls 
operating power of the cooling fans. 

BOTTOM OF CABINET 





CARRYING 
HANDLE 



When attaching the Pf-to rWtPff 
(optional) >o the protector, 
poils flelor io the owner's 
cot tonal P|-io NetDnoctor 



AIR INTAKE VENTS 



This pioiocUx is equipped with the cooling fans for protecting 
from overheating. Pay attention to the following* to ensure 
proper veriiriaMinand avod a Dossibiens* of tire and malfunction. 

• Do not cower the vent slow 

• Keep this skJo clear i>l any obiecn Obaiiuctions may block 
coo-mo. air 





ADJUSTABLE FEET 




AND 


■ 


FEET LOCK LATCHES 



This projector uses nominal input voltages of 100-120 V or 
200-240 V AC and it automatically selects correct input 
voltage It is designed to work with single-phase power 
systems having a grounded neutral conductor. To reduce 
risk of electrical shock, do not plug into any other type of 
power system. 

If you are not sure of the type at power being supplied, 
consult your authorized dealer or service station. 
Connect the projector with all pehpheral equipment belDre 
turning it on. 



A 



CAUTION 



For safety, unplug the AC power cord when the projector 
is not in use. When the projector is connected to an outlet 
with the AC power cord, it is in stand-by mode and 
consumes a liitle electric power 




Connect AC power cord Isupphed) to (he 

projector. 

The AC outlet must be near this equipment and 

must be easily accessible 



NOTE ON POWER CORD 




AC power cotd must meet the requirements ol the country whero you use the 
protector 

Confirm tho AC plug type with the chart below and a proper AC power cord must 
be used 

If the supplied AC power cord does not match your AC outlet, contact your sales 
dealer. 


Projector side 


AC Outlet side 




For the USA. and Canada 


For Continental Europe 








to POWER CORD 
CONNECTOR on vou> 
p-oiecroi 


To the AC Omlni 
(120 V AC) 


ro tho AC Outlet 
{ZOO -240 VAC) 



POSITIONING PROJECTOR 



NOTE : The ligvies betow are only for the Model LC-X71 . 

The projection lens is not provided with the Model LC-X71L 

• This projector is designed io proiecl on a Hal projecton surface 

• Projector can Do locusod horn 4 II a m> - 4B2' (la 7 m). 

• Role* to the figure below to adjust the screen size. 



A ROOM LIGHT 

Brightness m a room has a great 
influence on the picture Quality. It is 
recommended to limit ambient lighting 
In order io provide ihe best image 




Screen 
Size 


Ms. Zr.:n, 


40" 


100" 


150" 


200" 


250 ■ 


300* 


400 


Win. Zoom 


31" 


W 


115* 


154- 


192" 


231" 


308 v 




4 6 11.4 ml 


l 8 13.0 ml 


17 7 15.4 ml 


23fr I? Jfml 


M 5' IB.O m| 


36.4' (10 Bm) 


47 3 H4 4 mi 



LENS SHIFT ADJUSTMENT 

Projection lens can be moved up and down with ihe motor-driven Lens shift function This function makes it 
easy to provide projected image where you want. Ihe U/D ratio can be adjusted tO-0 - L1 (see the figure 



below) 



Highest ( 10 : 0) 




LENS INSTALLATION 

Before setting up the piojector, install a projection lens on 

1 Before installation, check the area where the projector is c 
used and prepare a suitable lens. For tho specifications o< 

a projection lens, contact sales deale' where you 
purchased the projector 

2 For installation, refer to the installation manual of the 
optional tens 

tfNatc. 

• When iifttotrtg CI* (em rtnwr ttr irui-r cap of tiie pn\«ri> 




Projection angle can be 
ADJUSTABLE FEET 



ADJUSTABLE FEET 

up to 10.5 degrees with the 



Lift the Ironi ol the projector and pull the FEET LOCK 
LATCHES in oach side ol the projector. 

Release the FEET LOCK LATCHES to lock the 
ADJUSTABLE FEET and rotate the ADJUSTABLE FEET 
to o proper hight, and tilt. 



? To retract the ADJUSTABLE FEET, lift the front ol the 
projector and pull and undo the FEET LOCK LATCHES. 




ADJUST ABIE FEE 



INSTALLING PROJECTOR IN PROPER POSITION 

ii the protector properly. Improper installation may reduce the lamp lite and cause a fire hazard. 



Do not tilt the projector more than 10 degroos from side to side 





Do not put the projector on either side to project an image 



NO SIDEWAYS 



MOVING PROJECTOR 



TERMINALS OF PROJECTOR 



Use the Carrytng Handle when moving the p'oiecio 

Replace the lens cap and retract the ADJUSTABLE FEET 
when mowing the protectoi to prevent damages to We lens 
and cabinet 

When ih<s projector is not in use to* an extended pe'Od. put 
It into a suitable case (not supplied with the projector) 




This protector has input and output terminals on rts back tor connecting c 



CAUTION IN CARRYING OR TRANSPORTING A PROJECTOR 



» Do not drop « bump the protector, otherwise damages or malfunctions may result 
I When carrying the projector, use a surtable carrying case 

I Do not transport the proiector bv courier or any other transport service m an unsuitable transport case 
This may cause damage to the protector To transport Ihe protector by courier or any other transport 
service, consult your dealer tor the best way 



COMPUTER AUDIO INPUT U 
AUDIO MONITOR OUTPUT 
JACK 



This terminal is switchaQie 
and can be used as Computer 
Audio input 1 or Audio 
Monitor Output (variable: 
Set up the terminal as either 
Computer Audio Input 1 or 
Audio Monitor Output properly 
Defore using this terminal. 



COMPUTER INPUT/MONITOR 
OUTPUT TERMINAL (ANALOG) 



This terminal is switcheble and 
can be used as Computer Input 
o> Monitor Output. Sot up t"e 
terminal as either Computer 
Input or Monitor Output property 
before using this terminal 
Now Thn outputs tmm trie 

5 6NC Typa compute ircul 

IWUT 2 ao>* o«vy 



COMPUTER INPUT 
TERMINAL (DIGITAL] 



Connect a computer output 
iD.gital OVI-D typel to this 
terminal 

The HO (MDCP Compatible) 
signal can alio be connected 



COMPUTER AUDIO 
INPUT 2 JACK 



output ister eol from • 
computer to this jack 



Who- 




witri the remote control of Uns 
protector, connect USB terminal 
of your personal compute' to 
iht terminal 



Ttna proiector uses a micro 
processor to control the unit, and 
only occasionally, this micro 
processor may malfunction and 
need to be reset This can be done 
by pressing (he RESET button win 
a pen which will shut down and 
restart the unit. Da not use the 
RESET function excessively 



ompul IV. Cb. Cr o. V. Pp. Pr» 
from viQeo eavipn'em to 
VlDEO/r Cb/Pb, ami Cr/Pr 
lacks o' connect computer 
outpul 15 BNC Type iGreen. 
Blue. Red. Horii Sync, and 
Vtrt Sync l) from computer io 
G. 6. R, hyv. and V lacks 



output Irom video equipment 
to VIDEO/v ,ack or connect 
component video outputs to 
ViDEO/V. Cb/T*t> and Cr/Pr 
leeks 



viooo oouipment to output from video 
locks equipment to this 



EXTERNAL SPEAKER TERMINALS 




CONNECTING TO COMPUTERS 



CONNECTING TO VIDEO EQUIPMENT 



CablM UUd for GOf/ineGtlon (* ■ CaWes or adapters not suppked with this projector I 

• VGA Cable IHOB 15 pm) • Control Cable tor PS3 Ptyt • or AOB Port i 

• DVl 0«jital CaWe (for S«gle Link T M DSt a • USB C-Uc 

■ BNC Cable • • Audio Cables IMiru PHig |stareo> • 2> ■ 

• Control Cable for Serial Port 



Cables used for connection » = cab^s net succ m .-. i» ^c-ectci > 



)BM<ompar*iie computer or Macintosh computer (VGA/SVGA/XGA/SXGArSXGA,AWGA/U*GA ) 



rAamror CMp-t Momtw Outpv USB POT Aooo Output S**oon PS/2 port ADBpon 



* 9 9 




noting lupVt. twr> d prv/ectoi and pmpher 
eAupmoV or Mf>e comrutr-r rt ucmt on 



- Video Cable (RCA » t or RCA . 3) • 
• BNCCaWee 

- S-VIDEO Cabta m 

■ Audio Cable (RCA x 2i * 



• Audio Cable (Mm* Plug (stereo)) a 

• Scan Cable • 



Ml 



Carrconant voao 
RGB Scan Cornposaa DuQmi Comw 

;<<«iOuioui VVMoOutpui rv CUPd GrM voaoO 




EiUf'ial A-*) ilguvmard 

AucSo Sprukan 




I 


II 



NOTE.- 

UVipkrj Ox poner (fiS of lnt> W* pmpetat 
<mrf eirrmai «*juif«"«vir f-om l/w AC ouWel 



Aj»o Sp»M>rr. (narao) 



English 



REMOTE CONTROL OPERATION 



Left Side 



LASER POINTER 
(DRAG ONI INDICATOR 



POWER ON-OFF BUTTON 




LASER POINTER FUNCTION 



is Dirtied the «w Mjhi ooe« on When ihe LASER button is I**ng pressed fry «*ore »' 
released, the hgtrt goes ofl Th. LASER POINTER 1N0ICATOR hghu RED and ihe LASER 
indicate the lasei b*M >s "omg om.tled 



"(tied with RED IpjM l 



T*^™^ S « iST* no. toad No *• \mm IW <M» « «. — M «* — « «* 

oeop-o The tttfM marki shown below ere cauion labels tor M laser beam 

CAUTION: Usa ol controa. ao>uMmenw. c- rw-formance ol procedures other ihan those specified here-* -viv r-sult *> 
rwardous radiaton e-potuie 



pur on the > emote contra 



lASf « POWER INOCAIOtl 



LAStR LIGHT WWtDOW 




Operating. Range 

Po*ii the remote control toward 
the proieciO' <• Receivei 
Window) when pressing any 
button Maximum operating 
range lot the lomote control is 
about 16.4' 15 m) and 60" m html 
a/yj rear of the profoctor 




COLOR MANAGEMENT 

aunoN 



REMOTE CONTROL BATTERIES INSTALLATION 



A Open the battery 
w compartment lid 




II mw batteries 

llie com par m io it 

Two AA Mw b» !!••••» 

_ MNea Wiv i« 
Biw) -i. Oo Mf Miien 



Replace the compartment lid 





i insure safe operation, please observe foilovwg precautions 
I Use two (21 AA or LR6 type alkaline batteties. 
ft Always replace batto'ies m sets 

• Do noi use a new battery with an used battery 

• Avo-d contact with water or l«qu"J 

• Do not expose the temote conliol to mo*sture. or heat 

• Do not dtop the remote control 

• Ha battery has leaked on the romote control carefully wipe the case clean and install new 
batter *s 

• Danger of explosion it battery is incorrect* replaced. 

• Depose of used batteries acoyO-rvg to batteries manufacturers instructions and local 'uWs 



TOP CONTROLS AND INDICATORS 



ON-SCREEN MENU 



This protector has CONTROL BUTTONS (TOP CONTROLS* . 



HOWTO OPERATE ON-SCREEN MENU 




Used to select speakers, 
llntomal or E*iemell 



POWER ON-OFF BUTTON ■ INPUT BUTTON 




to yellow wt\ 
protection lemp roaches <ti 
end of Me. 

links yellow whon tht 
lamp cannot tghi up 



POINT (VOLUME . / - ) BUTTONS ■ WARNING TEMP INDICATOR 



Used to select an nam or adjus' 
value m On-5creen Menu They ( 
also used to pan the image m i 
DIGITAL ZOOM +/- mode 
The POINT (.EFT/RIGHT buttons are 
etso used as VOLUME *h buttons 



Simks red when iha aMemai 
temperature of the projector 
■a too high 



Lights green tVfWt the 
proieao* a ready to be 
turned on And it blinks 
green in the Power 
management mode. 



You can control and adru5t this prorectoi with On-Screon 
Menu. For details, refer to the owner's manual. 

Press the MENU button to display the On-Sceen Menu 



Move the pointer (• see below) oi ad|iist a value of an 
item by pressing the POINT buttons on the top control 
or on the remote control 



• The Pointer a an con 
an item See figures 
OPERATION" below 



i the Or> Screen Menu tor selecting 
i "FLOW OF ON-SCREEN MENU 



Setect an item w set the selected function by pressing 
the SELECT button 




FLOW OF ON-SCREEN MENU OPERATION 



the MENU button to display the On-Scroen 
la MENU BARI A ted frame is a POINTER 



Move the POINTER (red trarnot to o MENU ICON 
that you wont to select by ptessing the POINT 
BIGHT/LEFT buttons 



Conliol or >d|u»t itomi through ON-SCREEN MENU 



Press the POINT UP/DOWN buttons and move the 
POINTER Irad (tame ot red artowl to an ITEM that 
you want to adjust, and then ptess the SELECT 
button to show the ITEM DATA. 

Adiust the ITEM DATA by pressing the POINT 
RIGHT/LEFT buttons 



-raMmMfeaMi 

Pirn ir- POINT UPlOOVVN 
bottom to mo** the POINTER 



• 



51 : 



* ITEM DATA 
Press t«* POINT LEFT/WGHT 
buttons >d ndpjtf a v»ua -.■ a 
lunctKKi 



English 



TURNING ON / OFF PROJECTOR 



TURNING ON THE PROJECTOR 



J ComplBte peripheral connections (wlih a computer, 
VCR. etc.) before turning on me projector. 

? Connect the proiector's AC power co'd into on AC 
outlet The LAMP indicator lights RED. and the READY 
indicator lights GREEN 

J Press the POWER ON-OFF button on the top control or 
on the remote control. The LAMP tndtcato' dims, and 
the cooling tans start to operate The oreparation 
display appeals on the screen and the countdown 
starts 

A After the countdown, the input source that was 
selected the last time and the Lamp control status con 
appear on the 3c'reen. 

K the projector is locked w»h a PIN code, a PIN code Input 
Dialog Bo» appears Enter a PIN code as instiucted below 




Selected Input Souic* and Lamp conUol 



- La no ccni'ol Vol us 



CO 



To Enter a PIN codo 

Select a number by pressing the POINT LEFT/RIGHT button and ft* 
the number with the SELECT button The number changes to "*." 
It you fned e wrong number, move the pointer to "Set" or "Clear" 
once by pressing me POINT DOWN button, men return to 'PIN 
code." Enter the correct "umber. 

Repeat tnis step to complete entering a tour-digit number 

When the tour -digit number is fi»ed. the pointer automatically 
"www to "5oi • Press the SELECT Pulton so (hat vou can sari to 
ooeiBlo llio projector 

If you entered a wrong PIN code. "PIN code" and tr\e numOe' 
(***« l turn led and disappear Enter a PIN code all over again 



What is PIN code? 

PIN IPersonal Identification Number) coda is a security code that 
allows the person wna knows n to operate the protector. Setting a 
PiN codo prevents unauthorized use ot fx protector 

A PIN code consists of a four digit number Refer to Pin code lock 
function in SETTING Menu in the owner's manual lor locking the 
opeiaton of the protector wth your PlN code 



PIN code Input Dialog Bo. 




1 After (he OK icon 
■ disaprcari, vou can 
ape we me p<o<eciai 



CAUTION ON HANDLING PIN CODE 

If you forget you' PIN codo. the protector can no 
longer be staned Take special rare m setting, a new 
PIN code, write down the numbo' in a column on 
page 60 of the ownet's manuW and «ooo « at hand 
Should the PtN code be missing or forgotten, consult 
your dealer or service center 



TURNING OFFTHE PROJECTOR 



J Press the POWER ON-OFF button on the top control or 
on the remoio control, and "Power off'" appears on 
the screen. 

2 P'ess the POWER ON-OFF button agam to turn of* the 
projector The LAMP indicator lights bright and the 
READY Indicator turns off. After the projector is turned 
off, the cooling fans operate (for 90 seconds). During 
this "cooling down' period, the proiector cannot be fftif9ltf"9tttmthK4 
turned on 

_J When the projector has cooled down, the READY 
Indicator lights GREEN agam and you can turn projector 
on. After cooling down completely, unplug the AC 
power cord. 



A TO MAINTAIN THE LIFE OF LAMP. ONCE VOU TURN 
THE PROJECTOR ON. WAIT AT LEAST FIVE 
MINUTES BEFORE TURNING IT OFF 
OO NOT UNPLUG THE AC POWER CORD WHILE 
COOLING FANS ARE RUNNING OR BEFORE THE 
READY INDICATOR LIGHTS GREEN AGAIN. 
OTHERWISE IT WILL RESULT IN SHORTENING THE 
LAMP LIFE 



✓Note: 

• The rnrypnor lunror be himed on dumg the cocAna penod — [n die 
READ* imftorar turned off Tou con turn H on Opsin offer Vie fl£ADr 
mttava' twornei Gfif£N agon 

• When the On ilOrt funcborr It 'On. " tfiu piqector M turned o" 
Oiiomjurf, by eomermy tfn. AC pew tunf at an AC ajDef 

• Corfmuait uit may WiA « iWermg We lamp life Turn off tne r-t^ectiv 
and res tfor about on hour ewry 24 tws. 

• Ha ruinfn] MWtf a} acting fan) « owjw ocojrtiing a (he i m ipm i tift 
<m& the pro/eea* 

• If WARNING TEMP *idcafrx pinks RED, see 'WARNING t£MP 
INDICATOR" n rftf itwifi"* manual 



